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SECRET CITE NPIC 4187.
ISTH AF (FOR DI)>, SAC (FOR DIM/GOLDEN TREE/DOCR, DM 4) 2D AF (FOR DI).
1. CAMERA B 122 WAS USED IN MISSION 3995 FLOWN ON 19 MARCH 1965,
PROCESSING WAS ACCOMPLISHED BY NAV RECON TECH SUPPCEM.
2. ORIGINAL NEGATIVE:

A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION WAS G00D.

B, SR SIDE: THERE IS A MINUS DENSITY STREAK 8.05" FROM THE
INBOARD EDGE THROUGHOUT THE FIRST 13208 FRAMES. THE RESULTS OF
ELECTRICAL STATIC RECUR ALONG THE INBOARD EDGE THROUGHOUT THE FIRST
25¢ FRAMES. PLUS DENSITY SPOTS ARE PRESENT IN THE TITLING AREA

AT THE BEGINNING OF THE MISSION AND DIMINISH GRADUALLY UNTIL THEY
ARE NOT LONGER DETECTABLE AFTER FRAME 440. A WAVERING PLUS DENSITY

STREAK APPEARS NEAR THE INBOARD EDGE INTERMITTENTLY; IT IS FIRST
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NOTED IN FRAME 22 THEN aeAIﬂ’Iﬂ'r
AND 1083 TO 1893. A SERIES OF FINE

AND PARALLEL TO THE MAJOR AXIS START IN FRAME 35 AND CONTINUE
£ BETWEEN FRAMES 724/725

392 TO 4323 1867 TO 1078;
§ DENSITY LINES 1.57 APART

THROUGH FRAME 1448. THERE IS A MEAT SPLI
AND ANOTHER IN FRAME 1283. A MANU#XETURIH; ICE IS PRESENT IN
FRAME 881. EMULSION DEFECTS ARE NOTED IN FéAmzsqsssﬁAND 991.
THE RESULTS OF A LACQUER SMEAR EXTENDING AS MUCﬁ»ﬁsfaa@” INTO THE
FORMAT ALONG THE INBOARD EDGE IS PRESENT IN FRAMES 1921 TO 1984.

C. 9L SIDE: THERE ARE MINUS DENSITY DOTS APPROXTMATELY 4.5
FROM THE INBOARD EDGE AND 1.7" APART THROUGH THE FIRST 140 FRAMES.
THERE ARE ALSO MINUS DENSITY DOTS STARTING ON FRAME 3 AND ENDING ON
FRAME 658 THAT ARE 1.5 FROM THE OUTBOARD EDGE AND 1.55" APART.
THE RESULTS OF STATIC ELECTRICAL DISCHARGES ARE EVIDENT ALONG BOTH
EDGES THROUGHOUT THE MISSION. THERE ARE PLUS DENSITY STREAKS
1.5" APART IN THE CENTER OF THE FRAME RUNNING PARALLEL TO THE MAJOR
AXIS STARTING ON FRAME 128 AND CONTINUING INTERMITTENTLY THROUGH THE
FIRST HALF OF THE MISSION. THEY REAPPEAR ON FRAME 1458 AND CONTINUE
FOR 500 FRAMES. THERE IS A HEAT SPLICE BETWEEN FRAMES 129671297
AND A MANUFACTURING SPLICE BETWEEN FRAMES 1786/1787.

D. BOTH SIDES: THERE WERE NO CAMERA MALFUNCTIONS OR PROCESSING
ANOMALIES IN THIS MISSION. |

E. THE TITLED FRAMES ARE NUMBERED 9081 TO 2536.

3. POSITIVE:
A. THE PI SUITABILITY IS GOOD.
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B. THE PRINTING AND PROCESSING ARE GOOD.

C. CLOUDS OBSCURED 20 PERCENT OF THE MISSION.

SECRET
/END OF MESSAGE/
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